
 

Barry Building ADA Upgrade Requirements – Part 2 

9 

 

Accessible Route       

There is no passenger drop-off or a loading zone provided at the street or along the alley.  This is not a 

code violation.  If there is no passenger loading zone provided, then CBC Section 11B-503 does not 

apply.  

   

The south sidewalk is lined with metered parking spaces.  The east sidewalk has no passenger loading 

zone either. 

 

The East sidewalk is 34” wide only.  This is not in compliance with CBC Section 11B-403.5.  This 

sidewalk is not a legal sidewalk for public access to the building and it is not an accessible route. 

  

The east sidewalk width is 34”. 
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The parking lot has 1 ADA stall.  The marking is faded beyond recognition.  It cannot be measured to 

verify compliance with CBC Sections 11B-502.1, 502.2 and 502.3.  

The sign posted in front of the stall is missing the lettering required in CBC Section 11B-502.6.2. 

  

The accessible parking space has a faded marking and a pole mounted sign. 

 

The paving adjacent to the ADA stall shows the asphalt cracks and settlement, which may not be in 

compliance with CBC Section 11B-502.4.  

The accessible route marking terminates at the passageway and the ramp leading to the CMU Addition.  

  

The cracked asphalt adjacent to the accessible parking space and the marking leading to the building’s 

rear entrance and the CMU Addition. 
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The site arrival point is in the rear parking lot and the only accessible route is through a passageway.  

Such accessible route does not coincide with and is not in the same area as the general circulation paths 

because the building’s main entrance is in the front.  The front entry is accessed by the pedestrians from 

the street, the meter parking, the sidewalk and the public transportation.  This may not comply with 

CBC Section 11B-206.3. 

        

The contrast between the front entrance and the accessible entrance from the rear parking lot. 

The only accessible building entrance is the 5’ wide passageway which is next to the electrical closets 

and a service ramp.  This may not comply with CBC Section 11B-206.3. 

                                                                            
The Accessible Route/Building Entrance adjacent to the electrical closets and the service area. 
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The ramp to the CMU Addition also leads to a north wing tenant’s door. The ramp’s slope is greater than 

5% based on 10” rise and 12’ length.   If the ramp is an accessible path as marked, it is not in 

compliance with CBC Section 11B-505.2 due to the lack of handrails.  

 

    

The ramp to CMU Addition and the North Wing Tenant Door has a greater than 5% slope (12’ long with 

10” rise). 

A portion of the courtyard ramp is missing the edge protection to be in full compliance with CBC 

Section 11B-405.9 

  

Courtyard ramp is missing the edge protection on one side. 
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Only the men’s restroom is in the accessible route.  The only women’s restroom is on the second floor, 

which is not accessible.  There is no accessible, single unisex restrooms in the building.  This is not in 

compliance with CBC Section 11B-213.2. 

  

The only men’s restroom is accessible.  The only women’s restroom is in a floor that is not accessible. 

The second floor is not accessible and the building is over 3,000 sf per story.  This may not comply with 

CBC Section 11B-206.2.3.  Exception 1.2 applies if a reasonable portion of all facilities and 

accommodations normally sought and used by public in such a building are accessible to and usable by 

persons with disabilities.  The first floor is 50% of the overall building area, so it may not satisfy the 

definition of a reasonable portion.  The women’s restroom is a facility normally sought and used by the 

public, but is not available on the first floor. 

                                                                         
Only 50% of the building area is accessible.  The first floor does not offer an accessible women’s 

restroom. 
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The second floor balcony is 50” wide.  It is not wide enough to provide an Area of Assisted Rescue 

because a minimum of a 44” exit width and additional 24” wheelchair space will be required.   If 1009.7 

Area of Assisted Rescue cannot be satisfied, then the second floor is not in compliance with CBC 

Section 11B-207. 

  

The balcony width is 50”.  The slanted railing reduces the balcony’s clear width. 

 

Building Blocks - Doors 

The door threshold is not in compliance with CBC Section 11B-303.2. 

 

A few doors at the east elevation have a straight drop at the sidewalk which exceeds the maximum 

allowed, such as the 7” shown. 
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The door threshold is not in compliance with CBS Sections 11B-404.2.5 & 11B-303.3. 

 

The women’s restroom door threshold has a bevel that exceeds the 1:2 slope. 

The door width is not in compliance with CBC Section 11B-404.2.3. 

   
The tenant interior doors are only 28” and 24” wide. 
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The door landing is not in compliance with CBC Section 11B-404.2.4.4  

  

A first floor tenant’s interior does not have a level landing at the entry door maneuvering space. 

 

A second floor tenant’s interior does not have a landing at a door.  The door may have not be used due 

to the lack of a door knob. 
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The door maneuvering clearance is not in compliance with CBC Section 11B-404.2.4.1 

  

A first floor tenant’s entry door only has 42” deep maneuvering clearance due to a projected wall. 

 

   

A first floor tenant’s door does not have the code required 12” push side clearance.  

At least two second floor tenant’s doors do not have the code required 12” push side clearance. 
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The door maneuvering clearance is not in compliance with CBC Section 11B-404.2.4.1 at a restroom. 

  

The women’s restroom does not have pull side and push side clearance at the entry and the vestibule 

door. 

The door opening degree is not in compliance with CBC Section 11B-404.2.3. 

   

Some of the first floor tenant doors cannot open 90 degrees due to the door jamb installed into the wall. 
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The door bottom is not in compliance with CBC Section 11B-404.2.10. 

  

The original glass door’s bottom is less than 10” high. The mail slot is not a smooth surface for a wheelchair. 

The door hardware mounting height is not in compliance with CBC Section 11B-404.2.7 & 11B-309 

 

A first floor tenant’s lock is mounted at 46” above floor. 
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The door hardware type is not in compliance with CBC Section 11B-404.2.7 and 11B-309.4. 

   

The first floor men’s restroom does not have a lever activated lock.  The push plate is accessible if the 

door is not latched and remains unlocked. 

The door hardware type is not in compliance with CBC Section 11B-404.2.7 and 11B-309.4. 

 

 

The original wood framed glass doors and the exterior wood doors all have non-lever type hardware. 
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Stairs and Handrails    

The four second floor stairs connecting the balconies do not have handrails on both sides.  This is not in 

compliance with CBC Section 11B-505.3. 

The four second floor stairs are not in compliance with CBC Section 11B-504.4.1 due to the lack of the 

contrasting stripes. 

 

The four second floor stairs do not have a handrail on the wall side.  They also do not have the 

contrasting stripe at the top approach and at all the treads. 

 

The four second floor stairs do not have handrail extensions at the bottom landing; therefore, they 

are not in compliance with CBC Section 11B-505.10.2. 

 

 

A second floor stair is missing a handrail extension at the bottom landing. 
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The two main stairs connecting the first floor and the second floor have handrails less than 34” high; 

therefore, they are not in compliance with CBC Section 11B-505.4. 

  

The main stair’s handrail is 32” high measured from the nosing. 

The two main stairs do not have bottom handrail extensions; therefore, they are not in compliance 

with CBC Section 11B-505.10.3. 

The two main stairs do not have contrasting stripes; therefore, they are not in compliance with CBC 

Section 11B-504.4.1. 

 

The main stair’s handrail has no extension at the bottom and no contrasting stripes at the treads. 


